2012 Airbus ACJ 319-133 For Sale

POA €

Manufacturer Airbus

Family A319

Model ACJ 319-133

Version

Year 2012

Capacity 4 - 19 Passengers

Range 12,500 km (6,750 Nm) - 7,767 Mi

Max Cruise Speed 870 km/h (469 Kts) - 541 Mph - Mach 0.82

Max.Take-Off Weight 75,500 Kg (166,450 Ibs)

Total Time 10 Hours

Service Ceiling 12,497 M - 41,000 Ft - FL 410
GENERAL CHARACTERISTICS

Type of Aircraft - Short to Medium Range Bizzliner
Propulsion - 2 Turbofan Engines

Length - 33,84 m - 111 feet

Wing Span - 34,10 m - 111,11 feet

Wing Area - 122,6 m? - 1,320 ft?

Height - 11,76 m - 30,70 feet

Rate of Climb - 3,700 ft/min - 18,8 m/s

Max.Certified Takeoff Distance - 2,600 meters - 8,500 feet
Max.Certified Landing Distance - 1,350 meters - 4,430 feet
Max.Certified Takeoff Weight - 75,500 Kg - 166,449 Ibs
Max.Certified Landing Weight - 64,000 kg - 141,096 Ibs

INTERIOR CHARACTERISTICS

« Entrance with crew lavatory, large galley, crew « Airshow Systems 4000 Video control center
rest seat (one seat) and large storage area. « Dual 20-inch & one 42-inch executive lounge
« Main room with 3 club-4 and a sofa at the front LCD screens 20-inch & 30-inch private office
and 1 lounge sofa and 1 club-2 at the aft LCD screens
« Intermediate VIP lavatory facing large storage » Multi-region DVD player; CD players
compartment « WIFI internet
 Private compartment at the back with divan « Phone and iPad connectivity
facing club-2 and VIP bathroom with shower, « HDMI input
divan converts into full size 160cm wide bed « Additional video & audio input
« 8 seats covert to full lie flat position - a total of .
12 full flat sleeping position throughout the
cabin
« Dual forward galleys with microwave & coffee
maker

« 115/220-volt AC outlets



EXTERIOR CHARACTERISTICS
Base Paint Color - Matterhorn White
Stripe Color -
Program Coverage -
Maintenance Tracking -
Registration - SN: 5261 | REG: 9H-AGF

POWERPLANT

Engine Model - CFM International CFM56-5B7/P

Engine Power (Each) - 120,12 kN - 27,000 Ibf

Serial Number Left Engine - V16384
Serial Number Right Engine - V16386
Total Hours Left Engine - 0,000 Hours
Total Hours Right Engine - 0,000 Hours
Total Cycles Left Engine - 0,000 Cycles
Total Cycles Right Engine - 0,000 Cycles
Program Coverage - N/A

AIRFRAME APU

Total Time airframe - 0,000 Hours
Total landings - 0,000 Landings
Entry Into Service Date - 0000
Base Location - POA

Program Coverage - Plane Parts
Maintenance Tracking - CMP

AVIONICS

« Electronic Instrument System 6 THALES LCD
Display Units

» Single THALES Head Up Display

« Single THALES ISIS

» Centralized Fault Display System

« Single Digital Clock Connected to GPS

« Triple VHF-COM Rockwell Collins 900B

« Triple Radio Management Panel
ACP2788AB05

+ Single Rockwell Collins ADF 900 Receiver

+ Dual Rockwell Collins VOR-900 Receiver

« Dual Rockwell Collins DME-900

« Single THALES DDRMI

+ Dual Rockwell Collins HF 900 (SFE)

« Dual THALES Radio Altimeter Transceiver

« Dual THALES Flight Management Guidance
Computer — Dual Honeywell GPS

+ Triple Honeywell ADIRS

« Dual Honeywell ATC Transponder mode S

« ADS-B OUT

« TCASII-7.2

« Honeywell Enhanced Ground Proximity
Warning System — Honeywell Radar

Description -

Serial Number -

APU Total Time - 0,000 Hours
APU Total Cycles - 0,000
Program Coverage - MSP

« Digital Flight Data Recording System L3
Communications — Quick Access Recorder

» Cockpit Voice Recorder L3 Communications —
Multifunction Printing (printer)

« MNPS & RVSM certification

« ETOPS 180 Minutes Certification

« 5.5 Degree Steep Approach Certification

« Narrow Runway Certification (30 meters)

« Rockwell Collins AERO H+ SRT 2100
Satellite Phone w/ Data Link

« AIRSHOW 4000

« THALES ELT 406 MHz

« Fourth Cockpit Seat

« ACRAS VDL Mode 2

« FANS A+ to support DATA LINK for VDL
Mode 2 and CPDLC approved

« Cockpit Foot Electrical Heater

« LF-ULB (90 days 22 km depth) already
ordered



Brand new aircraft interior « ETOPS 180 minutes
Cabin design by very well know designer

19 seats TTOL,

5 ACT for extra range

Entry into service July 2017.

JAR OPS/Part 153 - EASA

41’000 ft Max Operation Altitude

The Airbus ACJ 319-133 is Short to Medium Range Bizzliner produced by the European
Manufacturer Airbus. The Airbus ACJ 319-133 Interior Configuration of 4 Crew and Typical seating
for 19 passengers in a VIP configuration. Spacious Aircraft Interior with a Cabin Height: 2,25 m (7,4
feet), a Cabin Width: 3,70 m (12,2 feet), and a Cabin Length: 24,00 m (78,9 feet), typically features a
spacious and luxurious interior features a galley, lavatory facilities, and a baggage compartment.
The Airbus ACJ 319-133 Powerplant is Powered by 2 (Two) CFM International CFM56-5B7/P
Turbofan Engines with a Take-Off Power: 120,12 kN - 27,000 Ibf f of thrust each with an Initial Rate
of Climb - MTOW of 3,700 ft/min - 18,8 m/s allowing a Range of 12,500 km (6,750 Nm) - 7,767 Mi,
With Max Cruise Speed: 870 km/h (469 Kits) - 541 Mph - Mach 0.82 and a Service Ceiling: 12,497 M
- 41,000 Ft - FL 410. The Airbus ACJ 319-133 Maximum Takeoff Weight (MTOW) is 75,500 Kg -
166,449 Ibs s s with a Max Takeoff Field Length - (TOFL) 2,600 meters - 8,500 feet .The Airbus ACJ
319-133XLength: 33,84 m - 111 feet t, Height : 11,76 m - 30,70 feet and Wing Span: 34,10 m -
111,11 feet
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