1968 Bell 205 A1+ For Sale

Manufacturer

Family

Model

Version

Year

Capacity

Range

Max Cruise Speed
Maximum Takeoff Weight
Total Time

Service Ceiling

GENERAL CHARACTERISTICS

POA €

Bell Helicopter
205 (UH-1)
205 A1+

1968

2 - 9 Passengers

556 km (300 Nm) - 345 Mi
204 km/h (110 Kts) - 127 Mph
1.451 Kg (3.200 Ibs)

19,785 Hours

3,840 M - 12,600 Ft

Type of Aircraft - Light Single Turbo Helicopter

Propulsion - 1 Turboshaft Engine
Rotor Blades (Main/Tail) -2/ 2

Rate of Climb - 534 M/Min - 1,755 Ft/Min
Main Rotor Diameter - 14,63 M - 47,12 Feet

Tail Rotor Diameter - 2,59 M - 8,6 Feet
Rotor Disc Area - 168,1 M? - 1,809 Ft2
Length - 17,62 M - 57,10 Feet

Height - 4,43 M - 16,2 Feet

Maximum Takeoff Weight - 1,179 Kg - 2,599 Lbs

Empty Weight - 775 Kg - 1,708 Lbs

INTERIOR CHARACTERISTICS

EXTERIOR CHARACTERISTICS
Base Paint Color - Blue / White
Stripe Color - Gold
Program Coverage - Plane Parts
Maintenance Tracking - CMP
Registration - SN: 30018 | REG: C-GQLL



POWERPLANT
Engine Model - Lycoming T53-L-13
Engine Power - 1,044 Kw - 1,400 Shp
Serial Number Engine - 00000
Total Hours Engine - 19,785 Hours
Total Cycles Engine - 0,000 Cycles
Program Coverage - N/a

AIRFRAME
Total Time Airframe - 19,785 Hours
Total Landings - 0,000 Landings
Entry Into Service Date - 0000
Base / Location - Canada
Program Coverage - Plane Parts
Maintenance Tracking - CMP

AVIONICS

» Technisonic FM « VHF Antenna « ELT Kannad 406 AF

» Low Band Antenna « VHF Comm (2) Compact

+ High-Band Antenna « VHF Antenna « ELT Antenna

« UHF Antenna « NAT Audio Panel (1) « Sky Connect MMU

+ Technisonic FM « Transponder « Sky Connect Transceiver
» Low Band Antenna « Transponder Antenna « Sky Connect ICSM

« VHF Comm (1) .

ADDITIONAL EQUIPMENT

Light - Forward Lower Position Light - Aft Landing
Light Searchlight Main Inverter - Solid State First
Aid Kit Type B Amerex Portable Fire Ext Amerex
Portable Fire Ext Survival Kit External Oil Filter

Turn and Slip Indicator Turn and Slip Indicator
Co-Pilot Attitude Indicator Attitude Indicator Co-
Pilot Altimeter Altimeter Co-Pilot Directional Gyro
Directional Gyro Co-Pilot Vertical Speed Vertical

Speed Co-Pilot Compass Airspeed Indicator
Airspeed Indicator Co-Pilot Clock Digital Chrono
XMSN Oil Pressure XMSN OiL Temperature
Engine Oil Pressure Engine Oil Temperature
Fuel Pressure Fuel Quantity EGT Indicator N1
Indicator Torque Indicator Dual Tachometer OAT
Gauge DC Voltmeter AC Voltmeter Fire
Extinguisher Switches Fire Warning Low Fuel
WRN - Master Caution PNL Long Line Door Dual
Tach Gauge Long Line Door Torque Gauge Long
Line Door N1 Gauge Long Line Door Master
Caution LGT Long Line Door Fire Warning LGT
Anti-Collision Light - Upper Anti-Collision Light -
Lower Position Light - Forward Upper Position

Facet External Fuel Filter Facet Dual Control
Cyclic+Coll Stick Cargo Hook Bumper Cargo
Suspension System Breese Eastern Cargo Hook
4 Man Seat AAI Flite Step Aero-Dyne HPMS Dart
Crosstube Installation Dart Dual Battery Rack
Dart Bearpaws Installation Dart Skid Tube Field
Aviation Shoulder Belt Dart Cargo Mirror AJT.
Concorde Battery AA Push Out Window Inlet
Barrier Filter Dart L/H Cargo Release Dual
Electric Boost Pump Eagle Vertical Reference
Door AAI Windshield

The Bell 205 A1+ Is Single-Engine Light Utility Helicopter Produced by the US-American Manufacturer Bell
Helicopter Company, Today Bell Helicopter Textron. The Bell 205 A1++ Executive Interior Configuration of
2 Pilots and Capacity for 9 Passengers Offers a Spacious Aircraft Interior. The Bell 205 A1+ Powerplant
Powered by 1 (One) Lycoming T53-L-13 Turbofan Engines With a Take-Off Power : 1,044 Kw - 1,400 Shp
of Thrust With an Initial Rate of Climb - MTOW of 4,345 Ft/Min - 22,07 M/S Allowing a Range of 556 Km
(300 Nm) - 345 Mi, With Max Cruise Speed: 204 Km/H (110 Kts) - 127 Mph and a Service Ceiling : 3,840
M - 12,600 Ft. The Bell 205 A1+ Maximum Takeoff Weight (MTOW) Is 4,309 Kg - 9,500 Lbs. The Bell 205
A1+ Length: 17,62 M - 57,10 Feet, a Height : 4,43 M - 16,2 Feet and Main Rotor Diameter - 14,63 M -

47 .12 Feet.
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